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Choose Kit

Kit 1 / Good
≤ 5m / 16ft USB & HDMI 

cable length from Display
→

1

Note: Dual USB connectivity depicted because some PCs with Intel Core processors have reported video flicker while connected to system
with a single USB. Use Kit 3 or 4 for single USB connectivity to laptop.

htttps://keydigital.org/web/signup


Choose Kit

Kit 2 / Better
≤ 50m / 164ft USB & HDMI 
cable length from Display

→

1

Note: Dual USB connectivity depicted because some PCs with Intel Core processors have reported video flicker while connected to system
with a single USB. Use Kit 3 or 4 for single USB connectivity to laptop.

htttps://keydigital.org/web/signup


Choose Kit

Kit 3 / Best 1
HDBaseT Consolidation & 100m Extension 

of Audio, Video, USB
→

1

htttps://keydigital.org/web/signup


Choose Kit

Kit 4 / Best 2
HDBaseT Consolidation & 100m Extension of 
Audio, Video, USB with in-rack connectivity

→

1

htttps://keydigital.org/web/signup


Key Digital Products
Purchase through Key Digital

www.keydigital.org/where-to-buy
→

Place Your Order

2

https://keydigital.org/where-to-buy


TOA Products
Purchase through TOA USA

www.toaelectronics.com/sales-representatives
→

Place Your Order

2

https://www.toaelectronics.com/sales-representatives


TOA Products – Non U.S.
Purchase through TOA 

www.toaelectronics.com/global-offices
→

Place Your Order

2

http://www.toaelectronics.com/global-offices


https://keydigital.org/web/signup→

Begin Training

3



Courses & Points

Compass Control Pro – C1
System Specification & Sales→

3



Compass Control Pro – C1
System Specification & Sales→

Learn About:
The IP Based System with iOS Brain

Compass Alliance Partner Mfrs
Programming Software

Modular & Custom Programming
Compass Cloud Server

Master Controllers and Hardware

Begin Training

3



Link: – C1
keydigital.org/university/course/3→

Begin Training

3

https://keydigital.org/university/course/3


Compass Control Pro – C1+
Modular v2.0 Programming→

Begin Training

3



Compass Control Pro – C1+
Modular v2.0 Programming→

Learn About:
Modular GUI Walkthrough

Scenarios, Contents & Module Space
Adding Custom Macros
Creating Custom Pages

Programming a Presentation Space 
Programming a Bar / Restaurant 

Begin Training

3



KD-CAMUSB
1080p PTZ Conferencing Camera→

A. Install KD-CamUSB according to 
Quick Setup Guide & Operation 

Manual

Install Hardware

4

https://keydigital.org/web/content/70061/KD-CAMUSB%20QSG.pdf
https://keydigital.org/web/content/82584/KD-CAMUSB%20Manual_v1.1.pdf


KD-CX800
Master Controller→

B. Install KD-CX800 and apply IP 
settings using KDMS Pro. Connect RS-

232 to control KD-CamUSB

Install Hardware

4

https://keydigital.org/web/content/11255/Key%20Digital%20Management%20Software%20Pro_v.1.2.23.zip


TOA Lenubio AM-CF1
Web Conferencing Audio System→

C. Install TOA Lenubio AM-CF1
using web browser UI.

Default IP: 192.168.14.1 
Username: amcf1

Password: amcf1guest

Install Hardware

4



iPad with 
Compass Control Pro App→

D. Download Compass Control Pro 
app to any iPad/iPad mini model. 
Generate ID and activate software 

license

Install Hardware

4

http://www.keydigital.com/compass/downloads/DeviceIDCreation.pdf
http://www.keydigital.com/compass/downloads/License%20Activation%20Guide.pdf


Option 1 (Recommended):
Sub-contract Programmer

https://keydigital.org/compass/installers
→

Program System

5

Compass Control Pro is easily 
programmed remotely, so you can 

work with our master-level 
programmers to ensure a fantastic 

experience for you and your 
customer. 

https://keydigital.org/compass/installers


Option 2:
Program using Modular v2.0 method 

→

Program System

5

A. Download the module
B. Study the module manual

C. View programming example video

B

A

LINK

https://keydigital.org/web/content/153110/TOA%20AM-CF1.zip
https://keydigital.org/web/content/153111/TOA_AM-CF1_ModuleManual.pdf
https://www.youtube.com/watch?v=I00Pvw_FLKQ
https://keydigital.org/compass/modules


Option 2:
Program using Modular v2.0 method 

→

Program System

5

C. Begin with pre-programmed 
template for Small (ex Huddle Space) 
or Large room (ex Conference Room)

C



Option 2:
Program using Modular v2.0 method 

→

Program System

5

D. Update Beam steering status variables 
as instructed in module manual.

E. (Optional) Program additional devices 
in your Conference Space



Option 2:
Program using Modular v2.0 method 

→

Program System

5

F. Load Compass project to server, 
download to iPad, and control!



Option 2:
Program using Modular v2.0 method 

→

Program System

5

G. The Compass iPad must be powered 
on and in the Compass app to actively 

listen for beam steering status updates 
and control the KD-CamUSB
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